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Cone penetrationAbstract This study is directed to evaluate the ability of using cone penetration test as a simple
method to investigate the consistency level of fresh concrete. A cone of 30 apex angle attached with
different load values was used. Eighteen concrete mixes divided into three groups were conducted.
Three types of coarse aggregate were tried. Crushed dolomite, round gravel, and crushed basalt all
of 20 mm maximum grain size were investigated. For each type of coarse aggregate, six levels of
concrete consistency calibrated by standard slump test were tried. For the investigated mixes and
at a speciﬁed consistency level, the displaced volume values were directly proportional to the
applied load. The inclination of this relation is termed as the displaced volume rate (D.V). The
results of cone penetration were analyzed and compared to the corresponding slump test values.
The displaced volume per unit mass, bearing strength, as well as shear yield strength were the eval-
uated properties. The results introduce the cone penetration test as a simple instrument that could
be adopted either at a laboratory or at site to evaluate fresh concrete workability. Moreover, it is
being more sensitive compared to the well known slump test. It can simply and clearly distinguish
between stiff mixes as well as ﬂoppy ones. Very useful numerical limits for the evaluated properties
controlling the workability levels of very low, low, medium, high and very high were proposed.
ª 2014 Production and hosting by Elsevier B.V. on behalf of Housing and Building National Research
Center.Introduction
Fresh concrete is being a transit stage. The importance of this
stage comes from the fact that the concrete strength is very
seriously affected by the degree of its compaction. Moreover,
ease of placement, consolidation and durability depend on
the ﬂow properties of concrete. Concrete that is not properly
consolidated may have defects like honey combs, air voids,
and aggregate segregation.
2 M.A.A. Abd Elaty, M.F. GhazyHistorical development of existing workability test methods
The concrete industry has recognized the importance to mon-
itor concrete workability since the early 20th century [1]. The
American concrete industry at the beginning of 1900s had no
standard test methods to measure workability. Instead, subjec-
tive, qualitative descriptions of ‘‘consistency’’ were typically
given. While recognizing that concrete consistency was of
utmost importance, Taylor and Thompson [2] divided concrete
consistency into three simplistic and vague categories: ‘‘dry’’
consistency, ‘‘medium’’ or ‘‘quaking’’ consistency, and ‘‘wet
a mushy’’ consistency.
In 1918, the concrete industry took a dramatic step forward
as a result of Duff Abrams’s [3] work in the ﬁeld of design con-
crete mixture, in which he showed that concrete strength was
directly related to the ratio of water-to-cement what Abrams
called the water ratio. Whereas, other mixture proportioning
procedures of that time focused mainly on achieving an opti-
mum packing of aggregates and considered the water content
to be subordinate, Abrams showed that the water-to-cement
ratio was the most important parameter in developing mixture
proportions and that it should be set as low as possible on the
condition that proper workability could be achieved.
To deﬁne workability, Abrams [3] suggested the slump test
method to evaluate the relative consistency of concrete mix.
Although the slump test was quickly accepted due to its sim-
plicity, the concrete industry immediately recognized that the
slump test was in adequate for fully properly characterizing
workability.
Since the introduction of the slump test, a myriad of
workability test methods have been developed. Workability
tests for concrete workability have attempted to simulate
actual ﬁeld conditions to develop an index expressing particu-
lar aspect of workability. On the other hand, rheology-based
approaches attempt to measure the fundamental rheological
parameters of concrete, which can then be related to practical
construction requirements. Workability tests can generally be
split into ﬁve broad categories, free ﬂow tests, conﬁned ﬂow
tests, vibration tests, rotational rheometers, and tests for very
dry concrete.
Free ﬂow tests
Common free ﬂow tests include slump test, Kelly ball test,
modiﬁed slump test etc. [1].
Free ﬂow tests measure either the penetration resistance of
concrete or the ability of concrete to ﬂow under its own weight.
Such tests are simple to perform and provide a direct result
without calculations. The results of free ﬂow test methods
are typically closely related to yield stress. The slump test is
the best known of the free ﬂow test methods.
In addition to the slump test, several free ﬂow test methods
have been improved to also measure plastic viscosity. For
instance, the modiﬁed slump test [4]. In the Kelly ball test,
which is the best known penetration resistance test, the depth
of penetration of a ball is measured and then related to slump
[1].
Conﬁned ﬂow tests
Common conﬁned ﬂow tests include the compaction factor test
beside the free oriﬁce (Orimet) test, L-shaped boxes which are
commonly used for self-compacting concrete [1].In these tests, concrete ﬂows through a narrow oriﬁce either
under its own weight or under an applied pressure. Conﬁned
ﬂow tests are simple to perform and provide a direct result;
however, they do not give a direct indication of yield stress
and plastic viscosity [1].
Generally, conﬁned ﬂow tests are not suitable for low to
moderate slump concretes, which are not sufﬁciently ﬂuid to
readily ﬂow under conﬁned ﬂow conditions and produce
meaningful results.
Vibration tests
Many test methods are used to measure the ﬂow of concrete
under vibration due to the wide use of vibration in placing con-
crete. Vibration tests are important in measuring the ﬂow
properties of low to moderate slump concretes that are com-
monly vibrated in the ﬁeld. VeBe test and ﬂow table test are
examples of vibration tests that measure the ability of concrete
to remold from one shape to another under applied vibration
[1].
Rotational rheometers
Rotational rheometers for concrete apply shear stress to con-
crete at different shear rates to measure yield stress and plastic
viscosity. Rotational rheometers are typically used exclusively
in the laboratory. Although some rotational have been
designed to be sufﬁciently small and rugged for use on jobsites,
the limited availability and high cost of these devices made
them impractical for regular ﬁeld use. Different rotational
rheometers measure different ranges of workability. Coaxial
cylinders, impeller and parallel plate are some common geom-
etries of concrete rotational rheometers [1]. Modiﬁed vane
shear test was used to measure the shear yield strength of the
fresh concrete [5].
Very dry concrete tests
For very dry concrete mixtures, compaction tests are used due
to unsuitability of ﬂow and other tests. The proctor test for
soils can be used for very dry concrete mixtures. With the
exception of the widely used slump test, the few methods that
have been studied extensively have generally failed to gain
widespread acceptance [1].
Compaction factor test was developed in Britain in the late
1940s and has been standardized as British standard 1881–103.
Although this test gives more information than the slump test
due its dynamic nature and its large and bulk nature reduce its
usefulness in the ﬁeld moreover, it is not suitable for harsh
concrete mixes [1].
The slump test is the most well-known and widely used test
method to characterize the workability of fresh concrete. An
inexpensive test, which measures consistency, is used on job
sites to determine rapidly whether a concrete batch should
be accepted or rejected. The test method is widely standardized
throughout the world, including ASTM C 143 and EN 12350-
2. Although this test is the most widely used worldwide, con-
cretes with the same slump can exhibit different behavior when
tapped with a tamping rod. Moreover, the slump test is less
relevant for newer advanced concrete mixes than for more
conventional mixes [1].
The Kelly ball test was developed in the 1950s in the United
States as a fast alternative to the slump test. The simple and
inexpensive test can be quickly performed on in-place concrete
Table 2 NIST categorization of concrete rheology test meth-
ods [7].
Category Deﬁnition
Conﬁned
ﬂow tests
The material ﬂows under its own weight or under an
applied pressure through a narrow oriﬁce
Free ﬂow
tests
The material either ﬂows under its own weight,
without any conﬁnement or an object penetrates the
material by gravitational setting
Vibration
tests
The material ﬂows under the inﬂuence of applied
vibration. The vibration is applied by using a vibrating
table, dropping the base supporting the material, an
external (vibrator, or an internal vibrator)
Rotational
rheometers
The material is sheared between two parallel surfaces,
one or both of which are rotating
Consistency of concrete by cone penetration test 3and the results can be corrected to slump. The results of this
test are related to slump test results [1]. The VeBe consistome-
ter measures the remolding ability of concrete under vibration.
The test results reﬂect the amount of energy required to remold
a quantity of concrete under given vibration conditions. The
VeBe consistometer is applicable to concrete with slumps less
than 2 in. This test is suitable for low slump concretes [1].
The focus of workability measurement has changed many
times over the years. Generally, the used method for measuring
the workability of concrete cloud be classiﬁed as one of the
three classes given in Table 1 [6].
According to the ﬂow produced during the test, the
national institute of standards and technology (NIST) divided
existing rheology test methods into four broad categories [7].
The deﬁnitions of the four categories are given in Table 2.
Many attempts have been made either to improve the
efﬁciency of existing method or to introduce new methods in
the ﬁeld of concrete workability. Modiﬁed slump test is an
example of the research effort to measure both the plastic vis-
cosity and yield stresses of concrete mixtures [4].
The use of K-slump tester [8] is being an example of the
methods introduced simply to concrete to quickly measure
its workability neglecting the inﬂuence of coarse aggregate
contained in the concrete mixture.
On the other hand, a modiﬁcation was introduced to vane
shear test to enhance its applicability to measure yield stresses
of concrete mixtures [5] A cone penetration test was developed
to measure the workability of ﬁber reinforced concrete [9]. The
developer of the test optimized the value of both apex angle
and the cone weight to 30 and 4 kg, respectively. The depth
of penetration is measured as an indication of workability.
In view of the above, concrete industry still needs simple or
enhanced ﬁeld test methods able to evaluate accurately the
concrete workability. So this study is directed to investigate
the ability and accuracy of using a cone penetration test to
measure concrete workability.
Experimental program
The ability of using the cone penetration test was investigated
in this experimental study. The program included eighteen
concrete mixes with different coarse aggregate type and differ-
ent consistency levels. The consistency levels for the conducted
concrete mixes were evaluated by performing the well known
slump test. The main parameters of this study comprise;Table 1 Classes of workability measurement [6].
Class I Qualitative
Workability, ﬂow
ability, compact ability,
pump ability.
To be used only in a general
descriptive way without any attempt
to quantify
Class II Quantitative
Empirical
Slump, compacting
factor, VeBe time, ﬂow
table spread, etc
To be used as a simple quantitative
statement of behavior in a particular
set of circumstances
Class III Quantitative
fundamental
Viscosity, mobility,
ﬂuidity, yield value, etc
To be used strictly in conformity with
standard deﬁnitions– Type of coarse aggregate (crushed dolomite, round gravel
and crushed basalt).
– Different levels of workability and consistency that are gov-
erned through varying water to cement ratio (0.4–0.7).
– The applied load attached to the cone under penetration.
Materials
Cement
Ordinary Portland cement of grade 42.5 N was used in this
investigation. Eighty minutes and two hundred and seventy
minutes were the initial and ﬁnial setting times, respectively.
The used cement is conformed to the requirements of the
Egyptian standard speciﬁcations ES (4746-1/2005).
Fine aggregate
Medium well-graded sand of ﬁneness modulus 2.79 was used.
Coarse aggregate
Three types of coarse aggregates were used in this study.
Crushed dolomite, round gravel and crushed basalt all of
20 mm maximum grain size. Both ﬁne and coarse aggregates
are conformed to the requirements of the Egyptian standard
speciﬁcations ESS (1101-2002). Table 3 presents the properties
of the used aggregates.
Water
Clean water from water supplier tap was used in this study.
Concrete mixes
Eight concrete mixes for each type of coarse aggregate were
investigated in fresh state. A total of eighteen concrete mixes
were conducted for the three used coarse aggregate types in
fresh state. The details of the conducted concrete mixes are
given in Table 4.
Methodology
Eighteen concrete mixes divided into three groups as presented
in Table 4 were prepared and tested. The concrete mixes were
mixed in a portable concrete mixer with a maximum capacity
of 100 L. The water and cementitious materials were mixed for
Table 3 Properties of the used materials.
Material type Sand Crushed dolomite Round gravel Crushed basalt
Property Sieve size, mm Grading (% passing)
Grading 19.5 100 99 96 97
9.5 100 55 48 37
4.75 96 8 6 5
2.8 84 – – –
1.4 75 – – –
0.71 50 – – –
0.30 14 – – –
0.15 2 – – –
Maximum grain size, mm – 20 20 20
Unit weight, kg/m3 1580 1570 1610 1630
Speciﬁc gravity 2.62 2.65 2.70 2.72
Fineness modulus 2.79 6.38 6.5 6.61
4 M.A.A. Abd Elaty, M.F. Ghazyhalf a minute to ensure the uniformity of the constituents.
Sand was simultaneously charged into the mixer and the mix-
ing process was continued for half a minute and then coarse
aggregate was added. After that, the total content was mixed
for a period of 2 min. After mixing, the standard slump test
according to the procedure described in Egyptian code ECP
203:2009 and ASTM C143 standard was conducted. At the
same time, a concrete sample was discharged into a bucket
of 500 mm diameter. The concrete depth was kept as
100 mm greater than the used cone depth. The concrete is lev-
eled horizontally then the cone instrument with its adjusting
frame was resisted on the concrete surface. The cone attached
with the applied load was lowered slowly till it touched the
concrete surface. Then it was left to fall freely to statically pen-
etrate the investigated concrete. The penetration depth was
recorded as shown in Fig. 1. After that, the instrument wasTable 4 Concrete mix compositions (ratios by weight).
Type of coarse aggregate Coarse aggregate Fine ag
Crushed dolomite (D) 2.625 1.5
Round gravel (G) 2.625 1.5
Crushed basalt (B) 2.625 1.5
a Cement content 400 kg/m3.
b Dx: D denotes dolomite and x denotes slump.
Fig. 1 Setup of the coshifted to another position and the attached load was increased
and the penetration depth was to be measured. Different load
values were used for each concrete mix and the corresponding
penetration depths were measured. Based on the measured
penetration depths and the corresponding load values, the dis-
placed volume rate (D.V) cm3/kg, the bearing strength (rb)
MPa, and the shear yield strength (rsh) MPa were calculated
according to the Eqs. (1)–(3) respectively that are derived in
the following sections. Fig. 2 shows the acting forces on the
cone at the end of penetration process.
Derivation of the displaced volume rate (D.V)
In this study, the used cone attached with the applied mass is
gently lowered to touch the ﬂat surface of the freshly mixed
concrete then it is left to freely penetrate the tested concrete
under its own weight plus the attached load. The penetrationgregate Cementa w/c Mix codeb
1 0.45–0.7 Dx
1 0.4–0.6 Gx
1 0.43–0.6 Bx
ne penetration test.
Consistency of concrete by cone penetration test 5depth (h) is measured at which a case of equilibrium is reached.
At that state, the total applied load (W) is in equilibrium with
the vertical component of the shear resistance of the tested
concrete.
The displaced volume could be calculated from Eq. (1):
v ¼ 1
3
ph3 tan2 15 ð1Þ
where v: is the displaced volume, cm3 and, h: is the penetration
depth, cm.
Derivation of both bearing (rb) and shear yield (rsh) strengths
The penetration of the cone into the investigated concrete mix
is stopped when the applied force resisted by equal one in the
upward direction. This may be regarded to the vertical compo-
nent of the resistant shear force for which the following Eq. (2)
could be applied;
rsh ¼ w
A cos h
ð2Þ
where w: is the total applied load kg, A: is the penetrated side
area of the used cone, rsh: is shear stress (MPa) along the side
area of the cone and, h: is half the cone apex angle (15 for the
used cone in this study).
The equilibrium state after the penetration may be regarded
as the equilibrium of the applied force (downward) and the
resistance of rb applied on the horizontal plan of the surface
area of the used cone from that the following Eq. (3):
rb ¼ W
ph2 tan2 h
ð3ÞTest results and analysis
The present experimental programwas conducted to investigate
the ability of using cone penetration test to evaluate the consis-
tency properties of freshly mixed concrete. Three main groups
containing eighteen concrete mixes were conducted. The stud-
ied parameters included coarse aggregate types namely; crushed
dolomite, round gravel and crushed basalt. Beside the three
types of coarse aggregates, six levels of consistency for each
coarse aggregate type pre evaluated by the well known standard
slump test were investigated. For each mix, penetration tests
were performed using a cone of 30 as an apex angle with differ-Fig. 2 Acting forces on the cone aent weights. The results of the penetration are explained as a
rate of D.V (cm3/kg), rb as well as rsh at balanced state.
Results and analysis of the displaced volume of cone penetration
test
Fig. 3 presents the relationship between the applied load (W)
versus the displaced volume for six concrete mixes containing
crushed dolomite as a coarse aggregate at different consistency
levels. At each consistency level evaluated by standard slump
test, increase in the applied load results in an increase in the
displaced volume. For each mix, the applied load versus the
displaced volume could be represented by a linear relation
from which the rate of the displaced volume per unit mass
could be estimated. The displaced volume rates were 15.63,
72.92, 123.52, 310.45, 373.08 and 766.15 cm3/kg for mixes
D10, D15, D80, D120, D170 and D220, respectively. The displaced
volume rates are plotted and presented in Fig. 4 versus the cor-
responding slump values for the investigated mixes. A linear
correlation coefﬁcient between slump values and the displaced
volume rates is shown in Fig. 4 with a correlation coefﬁcient of
0.91. Workability levels that could be approximately evaluated
by slump test as presented in Table 5 could be related to the
displaced volume rates. According to that and for very low,
low, medium, high and very high workability level the dis-
placed volume rates are as; 0–6.05, 6.05–95.28, 95.28–278.3,
278.3–568.7 and more than 568.7 cm3/kg, respectively.
The relationship between the applied load (W) and the dis-
placed volume for mixes containing round gravel as coarse
aggregates is presented in Fig. 5.
For each consistency level evaluated by standard slump
test, increase in the applied load results in an increase in the
displaced volume. For each mix, the applied load versus the
displaced volume could be represented by a linear relation
from which the rate of the displaced volume per unit mass
could be estimated. The displaced volume rates were 20.18,
95.77, 185.47, 452.65, 534.12 and 691.33 cm3/kg for mixes
G15, G50, G95, G165, G195 and G230, respectively. The displaced
volume rates are plotted and presented in Fig. 6 versus the cor-
responding slump values for the investigated mixes. A linear
correlation coefﬁcient between slump values and the displaced
volume rates is shown in Fig. 6 with a correlation coefﬁcient of
0.99. Workability levels that could be approximately evaluated
by slump test as presented in Table 5 could be related to thet the end of penetration process.
Fig. 3 Applied load versus displaced volume for concrete mixes containing 20 mm dolomite aggregate.
Fig. 4 Slump versus displaced volume rate concrete mixes containing 20 mm dolomite aggregate.
Fig. 5 Applied load versus displaced volume for concrete mixes containing 20 mm gravel aggregate.
6 M.A.A. Abd Elaty, M.F. Ghazydisplaced volume rates. According to that and for very
low, low, medium, high and very high workability level
the displaced volume rates are as; 0–17.03, 17.03–95.28,
95.28–251.78, 251.78–502.1 and more than 502.1 cm3/kg,
respectively.On the other hand, Fig. 7 presents the relationship between
the applied load (W) versus the displaced volume for six con-
crete mixes containing crushed basalt as a coarse aggregate at
different consistency levels. At each consistency level evaluated
by standard slump test, increasing the applied load results in
Fig. 6 Slump versus displaced volume rate for concrete mixes containing 20 mm gravel aggregate.
Fig. 7 Applied load versus displaced volume for concrete mixes containing 20 mm crushed basalt.
Consistency of concrete by cone penetration test 7an increase in the displaced volume. For each mix, the applied
load versus the displaced volume could be represented by a lin-
ear relation from which the rate of the displaced volume per
unit mass could be estimated. The displaced volume rates were
31.17, 93.69, 158.83, 208.72, 298.42 and 329.95 cm3/kg for
mixes B15, B40, B70, B100, B170 and B200, respectively. The dis-
placed volume rates are plotted and presented in Fig. 8 versusFig. 8 Slump versus displaced volume rate for cothe corresponding slump values for the investigated mixes. A
linear correlation coefﬁcient between slump values and the dis-
placed volume rates is shown in Fig. 8 with a correlation coef-
ﬁcient of 0.98. Workability levels that could be approximately
evaluated by slump test as presented in Table 5 could be
related to the displaced volume rates. According to that and
for very low, low, medium, high and very high workabilityncrete mixes containing 20 mm crushed basalt.
Table 5 Experimental results as extracted from the corresponding curves.
Type of coarse
aggregate
Workability level
Type Very low Low Medium High Very high
Slump, mm 0–25 25–50 50–100 100–180 More than 180
D D.V, cm3/kg 0–6.05 6.05–95.28 95.28–278.3 278.3–568.7 >568.7
rb, MPa 12.11–0.58 0.58–0.31 0.31–0.16 0.16–0.09 <0.09
rsh, MPa 33.18–1.61 1.61–0.84 0.84–0.44 0.44–0.25 <0.25
G D.V, cm3/kg 0–17.03 17.03–95.28 95.28–251.78 251.78–502.1 >502.1
rb, MPa 8.68–0.51 0.51–0.28 0.28–0.15 0.15–0.09 <0.09
rsh, MPa 23.78–1.4 1.4–0.76 0.76–0.41 0.41–0.25 <0.25
B D.V, cm3/kg 0–70.4 70.4–109.65 109.65–188.15 188.15–313.75 >313.75
rb, MPa 5.03–0.42 0.42–0.25 0.25–0.15 0.145–0.09 <0.092
rsh, MPa 13.79–1.16 1.16–0.68 0.68–0.4 0.4–0.25 <0.25
8 M.A.A. Abd Elaty, M.F. Ghazylevel the displaced volume rates are as; 0–70.4, 70.4–109.65,
109.65–188.15, 188.15–313.75 and more than 313.75 cm3/kg,
respectively.
The results of the rate of the displaced volume values versus
the corresponding slump values for the eighteen conducted
concrete mixes are presented in Fig. 9. A regression line of a
correlation coefﬁcient approaching 0.87 is drawn between
slump values and the corresponding displaced volume rates
for all the investigated mixes. The displaced volume rates for
the workability levels evaluated by slump test are given in
Table 5. According to the presented values and for very low,Fig. 9 Slump versus displaced volume rate (D.V) for the cond
Fig. 10 Slump versus bearing stresses for concretlow, medium, high and very high workability levels, the
corresponding values for the displaced volumes per unit mass
are 0–25, 25–100, 100–250, 250–500 and more than 500 cm3/
kg, respectively.
Results and analysis of bearing stresses (rb) associated with
cone penetration
For cone penetration test and after penetration is being stable,
the stresses that are generated as a reaction for the applied load
(W) are balanced with the external load. The result of theucted concrete mixes containing different coarse aggregates.
e mixes containing 20 mm dolomite aggregate.
Fig. 11 Slump versus bearing stresses for concrete mixes containing 20 mm gravel aggregate.
Fig. 12 Slump versus bearing stresses for concrete mixes containing 20 mm basalt aggregate.
Fig. 13 Slump versus bearing stresses for concrete mixes containing different coarse aggregates.
Consistency of concrete by cone penetration test 9applied load divided by the horizontal projection area of the
penetrated cone is mentioned here as the bearing stresses.
The results of the calculated bearing stresses versus the
slump cone values are presented in Figs. 10–12 for concretemixes containing crushed dolomite, round gravel and crushed
basalt, respectively. For the conducted mixes, the bearing
stress values seem to be decreased with increasing the consis-
tency level as evaluated by standard slump test.
Table 6 Estimated experimental values for consistency levels and proposed limits.
Measured and proposed limits Workability level
Very low Low Medium High Very high
0–25 25–50 50–100 100–180 More than 180
D.V rate cm3/kg Eq. (1) 0–23.79 23.79–94.29 94.29–235.29 235.29–460.9 >460.9
Proposed 0–25 25–100 100–250 250–500 >500
rb, MPa Eq. (3) 8.37–0.51 0.51–0.28 0.28–0.15 0.15–0.09 <0.09
Proposed >0.50 0.50–0.28 0.28–0.15 0.15–0.09 <0.09
rsh, MPa Eq. (2) 22.93–1.38 1.38–0.76 0.76–0.41 0.41–0.25 <0.25
Proposed >1.4 1.4–0.75 0.75–0.40 0.40–0.25 <0.25
10 M.A.A. Abd Elaty, M.F. GhazyThe bearing stress values versus the slump for the eighteen
conducted concrete mixes containing different coarse aggre-
gate type is presented in Fig. 13. From Fig. 13, it can be
noticed that as concrete slump increases, the associated
bearing stress values balanced with cone penetration are
remarkably reduced. A classiﬁcation of concrete workability
(ﬂow ability) based on the bearing stress capacities is presented
in Table 5. For mixes having, very low, low, medium, high and
very high workability level, the corresponding bearing stress
values are given as, more than 0.5, 0.5–0.28, 0.28–0.15, 0.15–Fig. 14 Slump versus shear yield stress for concre
Fig. 15 Slump versus shear yield stresses for conc0.09 and less than 0.09 MPa, respectively. The results indicate
the ability to evaluate the consistency degrees of the concrete
based on the bearing stresses calculated from cone penetration
test (see Table 6).
Results and analysis of shear yield stresses (rsh) associated with
cone penetration
As a cone penetrates a fresh concrete mix, a resistance forced
preventing the cone to penetrate the concrete acts upward.te mixes containing 20 mm dolomite aggregate.
rete mixes containing 20 mm gravel aggregate.
Fig. 16 Slump versus shear yield stresses for concrete mixes containing 20 mm basalt aggregate.
Fig. 17 Slump versus shear yield stresses for concrete mixes containing different coarse aggregates.
Consistency of concrete by cone penetration test 11This resistance force is due to the shear stresses. This stress is
called yield stress at balanced stage. The calculated shear yield
stress values are plotted against slump in Figs. 14–16. For
mixes containing crushed dolomite, round gravel, and crushed
basalt as a coarse aggregate types, it could be noticed that,
with the increase of the consistency level, a noticeable decrease
in the calculated shear yield stresses are recorded.
On the other hand, the values of the shear yield stresses for
the eighteen investigated concrete mixes containing different
coarse aggregate types as well as with different consistency
level versus the slump values are plotted in Fig. 17. As the
slump value increases, the corresponding shear yield stress
remarkably decreases which is course due to the high ﬂow
ability of the concrete mix. The workability levels are plotted
in Fig. 17 for comparison. For workability levels very low,
low, medium, high and very high, the corresponding shear
yield stress values are more than 1.4, 1.4–0.75, 0.75–0.4, 0.4–
0.25 and less than 0.25 MPa, respectively.
These results indicate the ability to measure the consistency
levels of concrete based on the shear yield stresses measured
from cone penetration test.Conclusions
Based on the results of this experimental investigation, the
following conclusions could be drawn;
 The cone penetration test device of an apex angle of 30
with different weight values could be simply used to
evaluate concrete consistency level not only at laboratory
but also at site location and directly in the actually cast
concrete element provided that no constraints to penetra-
tion are exist.
 The displaced volume is directly proportional to the applied
load for the investigated concrete mixes.
 The rate of the displaced volume per unit mass (cm3/kg)
could be a speciﬁc property for the conducted concrete
mixes containing different coarse aggregate types at
different consistency levels.
 The rate of the displaced volume is more sensitive to the
variation in the fresh concrete mix compared to the value
of slump.
12 M.A.A. Abd Elaty, M.F. Ghazy Cone penetration test can differentiate between stiff mixes
as well as ﬂoppy ones that could not be achieved by the
well-known slump test.
 Cone penetration test can simply evaluate all ranges of
concrete consistency from stiff to ﬂoppy.
 The bearing stresses calculated at balanced state of cone
penetration could be used as a measure for consistency level
for fresh concrete mix.
 The shear yield stresses calculated at balanced state of cone
penetration could be considered as a measure for concrete
consistency level for fresh concrete mix.
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